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REPRESENTATIVE SIGNATURE

ALL WORK SHALL CONFORM TO THE 2019 CRC, CGBC, CEC, CMC,
CPC AND THE 2019 TITLE 24 ENERGY REQUIREMENTS

READ STANDARD SPECIFICATIONS PERTAINING TO THE CALIFORNIA
BUILDING CODE WITH REGARD TO THE CONSTRUCTION OF THIS
BUILDING.

NOTE TO BUILDER AND OWNER:

CONFLICTS, MISTAKES AND ERRORS MAY OCCUR IN ALL
COSTRUCTION DRAWINGS. IT IS THE RESPONSIBILITY OF THE
BUILDER & OWNER TO REVIEW ALL DRAWINGS PRIOR TO START OF
CONSTRUCTION AND NOTIFY STRUCTURAL DESIGNER AND
ENGINEER OF ANY POTENTIAL PROBLEMS. FAILURE TO REVIEW
PLANS CAN RESULT IN CHANGES TO THE PLANS DURING
CONSTRUCTION. STRUCTURAL DESIGNER ADN ENGINEER SHALL BE
HELD HARMLESS IN SUCH AN EVENT. ALL BUILDER CONTRACTS AND
DOCUMENTS SHALL SUPERCEDE INFORMATION IN THESE
DRAWINGS. BY USING THESE DRAWINGS ALL PARTIES AGREE TO
USE MEDIATION IN THE EVENT OF CONFLICTS THAT MIGHT
OTHERWISE RESULT IN LITIGATION.
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THIS RECEPTACLE(S) SHALL NOT SUPPLY OUTLETS OUTSIDE OF THE GARAGE.

ALL PERMANENTLY INSTALLED LUMINAIRES IN DWELLING UNITS SHALL BE HIGH EFFICACY AND HAVE MANUAL ON/OFF CONTROL AND
VACANCY SENSORS OR DIMMERS EXCEPT FOR HALLWAYS & CLOSETS LESS THAN 70 SQ. FT.

LIGHTING IN BATHROOMS, GARAGES, LAUNDRY ROOMS, & UTILITY ROOMS MUST HAVE AT LEAST ONE LUMINAIRE CONTROLLED BY

VACANCY SENSORS.

® - GROUND FAULT INTERUPTOR OUTLET
@ - 4-PLEX OUTLET
[@ - DUPLEX OUTLET FLOOR MOUNT

LIGHT FIXTURE

BATHROOM LIGHT

® . - EXTERIOR DUPLEX OUTLET RECESSED LED DOWN LIGHT
ALL NEW NON-LOCKING-TYPE 125-VOLT, 15 AND 20 AMPERE RECEPTACLES &Q WEATHERPROOF OQUTLET
SHALL BE LISTED TAMPER-RESISTANT RECEPTACLES. o OUTLEY WET AREA LIGHT FIXTURE
ALL LUMINAIRES INSTALLED IN WET LOCATIONS SHALL BE MARKED, 'SUITABLE FOR WET LOCATIONS'. ALL LUMINAIRES INSTALLED IN DAMP WET AREA LIGHT FIXTURE, MOTION SENSOR-PHOTO
LOCATIONS SHALL BE MARKED, 'SUITABLE FOR WET LOCATIONS' OR 'SUITABLE FOR WET LOCATIONS'. ALL LUMINAIRES INSTALLED IN DAMP ¥V~ TELEPHONE/DATA JACK CONTROLLED OUTDOOR LIGHT

LOCATIONS SHALL BE MARKED, 'SUITABLE FOR DAMP LOCATIONS', LAMPS INSTALLED IN THE BATHROOM SHALL BE DAMP LOCATION RATED
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GENERAL NOTES
VERIFY MAIN PANEL LOCATION REQUIREMENTS WITH LOCAL UTILITY COMPANY PRIOR TO START OF CONSTRUCTION
OWNER OR BUILDER TO FIELD VERIFY LOCATION ELECTRICAL SCHEDULE
OF FIXTURES WITH INSTALLING ELECTRICIANS.
AFC
IN EACH SFD ATTACHED GARAGE AND EACH DETACHED GARAGE WITH ELECTRICAL POWER AT LEAST ONE RECEPTACLE SHALL BE ¢ - TAMPER RESISTANT DUPLEX OUTLET
INSTALLED FOR EACH CAR SPACE IN ADDITION TO RECEPTACLES REQUIRED FOR SPECIFIC EQUIPMENT. THE BRACH CIRCUIT SUPPLYING ARC FAULT INTERUPTOR OQUTLET PENDANT
GFCI

® - TV JACK oY WALL SCONCE/ MOTION SENSOR-PHOTO
LUMINAIRES RECESSED INTO CEILINGS SHALL MEET ALL OF THE FOLLOWING REQUIREMENTS: CONTROLLED OUTDOOR LIGHT
A. BE LISTED, AS DEFINED IN SECTION 100.1, FOR ZERO CLEARANCE INSULATION CONTACT BY © - SMOKE DETECTOR
UNDERWRITERS LABORATORIES OR OTHER NATIONALLY RECOGNIZED TESTING/ RATING LABORATORY: AND - STAIR LIGHT, FLUSH MOUNT
B. HAVE A LABEL THAT CERTIFIES THAT THE LUMINAIRE IS AIRTIGHT WITH AIR LEAKAGE LESS T € - CARBON MONOXIDE DETECTOR °§° CEILING FAN
HAN 2.0 CFM @ T5 PASCALS WHEN TESTED IN ACCORDANCE WITH ASTM E283. AN EXHAUST FAN — UNDER CABINET LIGHT
HOUSING SHALL NOT BE TO BE CERTIFIED AIRTIGHT: AND [EJE-  EXHAUST FAN
C. BE SEALED WITH A GASKET OR CAULK BETWEEN THE LUMINAIRE HOUSING AND CEILING, $ _ SINGLE POLE SWITCH bt 4 FLUORESCENT TUBE LIGHT
AND SHALL HAVE ALL AIR LEAK PATHS BETWEEN CONDITIONED AND UNCONDITIONED SPACES ® PROVIDE 110V PLUG AND SWITCHED
D. FOR RECESSED COMPACT FLUORESCENT LUMINAIRES WITH BALLASTS TO QUALIFY AS HIGH & — TWO-WAY SWITCH SEE ROOF FRAMING FOR LOCATION
EFFICACY FOR COMPLIANCE WITH SECTION ISO.O(K), THE BALLASTS SHALL BE CERTIFIED TO THE T ~
COMMISSION TO COMPLY WITH THE APPLICABLE REQUIREMENTS IN SECTION 110.9: AND $+ - THREE-WAY SWITCH GAS 3675 OAK TRE E LAN E
£V - ELECTRIC VEHICLE CHARGING OQUTLET
E. ALLOW BALLAST MAINTENANCE AND REPLACEMENT TO BE READILY ACCESSIBLE TO BUILDING $  _ DIMMER SWITCH

LOOMIS, CA 95650

OCCUPANTS FROM BELOW THE CEILING WITHOUT REQUIRING THE CUTTING OF HOLES IN THE CEILING.

OUTDOOR LUMINAIRES SHALL MEET THE FOLLOWING REQUIREMENTS:
A. FOR SINGLE FAMILY RESIDENTIAL BUILDINGS, OUTDOOR LIGHTING PERMANENTLY MOUNTED
TO A RESIDENTIAL BUILDING OR OTHER BUILDINGS ON THE SAME LOT SHALL BE HIGH EFFICACY,
OR MAY BE LOW EFFICACY IF IT MEETS ALL OF THE FOLLOWING REQUIREMENTS.

i. CONTROLLED BY A MANUAL ON AND OFF SWITCH THAT DOES NOT OVER RIDE TO ON THE AUTOMATIC
ACTIONS OF ITEMS ii OR iii BELOW; AND

ii. CONTROLLED BY A MOTION SENSOR NOT HAVING AN OVERRIDE OR BYPASS SWITCH THAT DISABLES
THE MOTION SENSOR, OR CONTROLLED BY A MOTION SENSOR HAVING A TEMPORARY OVER RIDE SWITCH

WHICH TEMPORARILY BYPASSES THE MOTION SENSING FUNCTION CALIFORNIA ENERGY CODE AND AUTOMATICALLY .
REACTIVATES THE MOTION SENSOR WITHIN 6 HOURS. No. Revision Date
iii. CONTROLLED BY ONE OF THE FOLLOWING METHODS:

1. PHOTOCONTROL NOT HAVING AN OVERRIDE OR BYPASS SWITCH THAT DISABLES THE PHOTOCONTROL; OR
2. ASTRONOIMICAL TIME CLOCK NOT HAVING AN OVERRIDE OR BYPASS SWITCH THAT DISABLES THE ASTRONOMICAL

TIME CLOCK, AND WHICH IS PROGRAMMED TO AUTOMATICALLY TURN THE OUTDOOR LIGHTING OFF DURING THE DAYLIGHT HOURS:
OR
3. ENERGY MANAGEMENT CONTROL SYSTEM WHICH MEETS ALL OF THE FOLLOWING REQUIREMENTS:

AT A MINIMUM PROVIDES THE FUNCTIONALITY OF AN ASTRONOMICAL TIME CLOCK IN ACCORDANCE WITH SECTION 110.9;

MEETS THE INSTALLATION CERTIFICATION REQUIREMENTS IN SECTION BOA, MEETS THE REQUIREMENTS FOR AN EMCS IN SECTION
130.S;

DOES NOT HAVE AN OVERRIDE OR BYPASS SWITCH THAT ALLOWS THE LUMINAIRE TO BE ALWAYS ON; AND; IS PROGRAMMED TO

AUTOMATICALLY TURN THE OUTDOOR LIGHTING OFF DURING DAYLIGHT HOURS.
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